
 

SPECIFICATION

PHOTOMETRIC 

Allied Tube Wall Light 
N

DESCRIPTION
An architectural LED wall washer with up and down light 
distribution. IP65 water and dust protection for use in 
adverse conditions.

IES/LDT files available on request.

 

Supply voltage: 220-240V 50/60Hz

Ingress protection IP: IP65

Colour temperature: 3000K/ 4000K/ 5000K

Driver:

Power factor:

Lifetime @ L70B50:

Wattage:

Tridonic

>0.95

50 000hrs

Chip: Samsung

Impact protection IK:

Di�user:

IK08

Tempered Glass, Impacted Resistant

Various

 

AVAILABLE OPTIONS

Rated power(W) Lumens (lm) CRI Beam Angle Dimensions W H(mm)

19 ø155 x 4642171 >80 See Further Information

Luminaire E�cacy(lm/W)

113

26 2978 >80 See Further Information115 ø155 x 464

Colour Temperature (K)

4000

4000

38 4133 >80 See Further Information108 ø155 x 4644000

10 ø155 x 2501086 >80 See Further Information113

13 1489 >80 See Further Information113 ø155 x 250

4000

4000

19 2067 >80 See Further Information106 ø155 x 2504000

Up or Down Light

Up & Down Light

FURTHER INFORMATION
Mounting: Surface

Body: Die-cast Aluminium
Colour: Dark Grey

Available on request; 
Dimming: DALI, 1-10V, Switch Dimming
RAL Colours Available
Beam Angles: 1x30º, 1x45º, 1x60º, 2x30º, 
2x45º, 2x60º
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